ROLLER TRACKS | 119

GP Roller tracks with steel case
e Directly inserted rollers in the steel carcass
e Easy to saw off

e Galvanic zinc-coated steel case
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Get rolling...

MGP roller track, cylindrical roller (2L ELT. W GP roller track, spherical roller
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Weight:  0.830 kg/m Weight:  1.210 kg/m
W: 100528 Axis pitch: 33 mm w: 100530 Axis pitch: 36 mm
& ESD: 100529 Length: 4m @ ESD: 100540 Length: 4m
Load*: 100 kg Load*: 150 kg
(e 2XNELT: W GP roller track, cylindrical roller (c| 221 EL: 0 GP roller track, cylindrical roller
- - + Special length: 2.5 m - < ﬁ
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o e We.lghit, .1.210 kg/m @ &« 116852 W(?Igh.l. . 1.210 kg/m
Axis pitch: 36 mm Axis pitch: 36 mm
@BK: 120209 ) @ vGD: 132078 )
ESD: 111641 tength: 25 Mo 10052 Length: am
@ ’ Load*: 150 kg : Load*: 150 kg

(201 [l GP roller track cylindrical roller with flange [KelZzvivIel GP roller track cylindrical roller with flange

« Special length: 2.5 m arZn
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Weight:  1.280 kg/m e 100533 Weight:  1.140 kg/m

. Axis pitch: 50 Y Axis pitch: 50 mm
W 126013 - mm @Bk 126014 -

Length: 25m . Length: 4m

Load*: 150 kg IS LU ES Load*: 150 kg

(cEE LNVl GP roller track, cylindrical roller, large MGP roller track, cylindrical roller, shifted
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Suitable for universal castors UR-4050 =) o o =) =)

Weight:  1.400 kg/m Weight:  1.400 kg/m

W: 100535 Axis pitch: 50 mm W: 100543 Axis pitch: 25 mm
@ ESD: 111934 Length: 4m @ ESD: 109741 Length: 4m
Load*: 150 kg Load*: 150 kg

* Load per 900 mm pair of roller tracks



